ARA FLOOR
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Ara ist mit einem drehbaren Leuchtenkorper ausgestattet, der es

ermoglicht, das Licht zu lenken und zu verandern. Inspiriert wurde !

Ara von architektonischen Lichtschnitten. Die DIM TO

WARMTechnologie ermaglicht es, die Farbtemperatur des Lichts zu

verandern, der nahtlos von einem intensiven Weif3 zu einer warmen

Lichtfarbe tbergeht und denselben Effekt wie eine alte Glihbirne — g

bietet.
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LED DTW

LAMPING
Source
Total power
Emission
Switching

Tension

Color temperature

Luminous flux
Typ CRI

IP class
Dimensions
Materials
Notes

Codes

ARA LWW 24
ARA LXX 24
ARALDL 24
ARA LXL 24
ARA LML 24

Certificazioni

C€ Al &8

NEMO

LED board + linear LED
23+45W

diffused emission
double switch, dim to warm on board
230V

from 2200K to 3000K
2390Im + 3426Im

85

20

36x26,5x178cm
aluminium + PMMA

Orientable diffuser, color temperature from 2200K (at
min.) to 3000K (at max.) Also available in 120V.

Anthracite RAL7016, champagne RAL9007. Cable length
2.7m

Structure/Diffuser
white/white
anthracite/anthracite
champagne/polished
anthracite/polished
moka/polished
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