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Ara ist mit einem drehbaren Leuchtenkörper ausgestattet, der es

ermöglicht, das Licht zu lenken und zu verändern. Inspiriert wurde

Ara von architektonischen Lichtschnitten. Die DIM TO

WARMTechnologie ermöglicht es, die Farbtemperatur des Lichts zu

verändern, der nahtlos von einem intensiven Weiß zu einer

warmen Lichtfarbe übergeht und denselben Effekt wie eine alte

Glühbirne bietet.
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69 LED
 
LAMPING
Source linear LED
Total power 2x16W
Emission diffused
Switching dimmable DALI/push
Tension 230V
Color temperature 3000K
Luminous flux 3600lm
Typ CRI 85
IP class 20
Dimensions 69x11x5cm
Materials aluminium + PMMA
Notes orientable diffuser, anthracite RAL7016, champagne

RAL9007
Net lamp weight 3,5 kg
 
Codes Structure/Diffuser
ARA LWW 32 white/white
ARA LWL 32 white/polished
ARA LXL 32 anthracite/polished
ARA LDL 32 champagne/polished
 
PACKAGE
Package 01 Dimension: 80x30x19 cm / Gross weight: 4,5 kg
 
Certificazioni
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29 LED | 2700K
 
LAMPING
Source linear LED
Total power 11,5W
Emission diffused
Switching dimmable, TRIAC
Tension 230V
Color temperature 2700K
Luminous flux 911lm
Typ CRI 85
IP class 20
Dimensions 29x9x4cm
Materials Aluminium + PMMA
Notes orientable diffuser, anthracite RAL 7016
 
Codes Structure/Diffuser
ARA LWW 36 white/white
ARA LXX 36 anthracite/anthracite
ARA LWL 36 white/polished
ARA LXL 36 anthracite/polished
ARA LDL 36 champagne/polished
 
Certificazioni

www.nemolighting.com ARA WALL - 3 / 4



29 LED | 3000K
 
LAMPING
Source linear LED
Total power 11,5W
Emission diffused
Switching dimmable TRIAC
Tension 230V
Color temperature 3000K
Luminous flux 911lm
Typ CRI 85
IP class 20
Dimensions 29x9x4cm
Materials Aluminium+PMMA
Notes orientable diffuser, anthracite RAL 7016
 
Codes Structure/Diffuser
ARA LWW 37 white/white
ARA LXX 37 anthracite/anthracite
ARA LWL 37 white/polished
ARA LXL 37 anthracite/polished
ARA LDL 37 champagne/polished
 
Certificazioni
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