
FIX

Fix ist das Ergebnis einer ständigen Suche nach essentiellen Formen

und eines Projekts zur Miniaturisierung der Komponenten und stellt

die harmonische Verbindung zwischen Raum und Licht dar: klare

Linien, kompakte Abmessungen und ein neues optisches System, das

in einer quadratischen Struktur aus

Aluminiumdruckguss eingebettet ist. Ein doppelter Lichtkegel von

100° unterstreicht die Lichtlenkung mit einem sehr feinen und

zugleich natürlichen Ansatz.

www.nemolighting.com FIX - 1 / 3



WALL
 
LAMPING
Source LED board
Total power 2x6W
Emission direct/indirect
Switching dimmable TRIAC
Tension 230V
Color temperature 2700K
Luminous flux 2x380lm
Typ CRI 85
IP class 20
Dimensions 10x9,6x3
Materials aluminium
Notes available also in 120V. Suggested dimmer: TECNEL

TE7636 (dimming range: from ~45% to 100%)
Net lamp weight 0,6 kg
 
Codes Structure
FIM LWW 3D white
FIM LNW 3D black
FIM LGT 3D gold painted
FIM LGW 3D gold burnished
 
PACKAGE
Package 01 Dimension: 18x15x14 cm / Gross weight: 1 kg
 
Certificazioni
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100° WALL
 
LAMPING
Source LED Board
Total power 2x6W
Emission direct/indirect, 100° optic
Switching Dimmable TRIAC
Tension 230V
Color temperature 2700K
Luminous flux 2x524lm
Typ CRI 85
IP class 20
Dimensions 10x9,65x5,4
Materials aluminium
Notes available also in 120V. Suggested dimmer: TECNEL

TE7636 (dimming range: from ~45% to 100%)
 
Codes Structure
FIM LWW 3C white
FIM LNW 3C black
FIM LGT 3C gold painted
FIM LGW 3C gold burnished
 
Certificazioni
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