
IN THE WIND
PENDANT
HORIZONTAL
Arihiro Miyake

La collection In The Wind est réalisée en aluminium extrudé dont la

torsion hors axe permet un éclairage diffus à 360°. La forme

hélicoïdale est obtenue grâce à une technique développée

spécifiquement par Nemo. Les diffuseurs sont en méthacrylate

opalin tandis que les extrémités sont en aluminium moulé sous

pression.

www.nemolighting.com IN THE WIND PENDANT HORIZONTAL - 1 / 3



2700K
 
LAMPING
Source linear LED
Total power 58W
Emission diffused, 360°
Switching dimmable, DALI push
Tension 230V
Color temperature 2700K
Luminous flux 2570lm
Typ CRI 85
IP class 20
Materials aluminium + PC
Notes metal cable length 3m, electric cable lenght 5m, also

available in 120V, TRIAC VERSION on request
Net lamp weight 4 kg
 
Codes Structure
ITW LWW 56 white
ITW LNW 56 black
ITW LGW 56 gold
ITW LDW 56 titan grey
 
PACKAGE
Package 01 Dimension: 28x28x195 cm / Gross weight: 7 kg
 
Certificazioni
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3000K
 
LAMPING
Source linear LED
Total power 58W
Emission diffused, 360°
Switching dimmable, DALI push
Tension 230V
Color temperature 3000K
Luminous flux 2850lm
Typ CRI 85
IP class 20
Materials aluminium + PC
Notes metal cable length 3m, electric cable lenght 5m, also

available in 120V
Net lamp weight 4 kg
 
Codes Structure
ITW LWW 57 white
ITW LNW 57 black
ITW LGW 57 gold
ITW LDW 57 titan grey
 
PACKAGE
Package 01 Dimension: 28x28x195 cm / Gross weight: 7 kg
 
Certificazioni
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