FIX

Résultat d’'une recherche constante sur les formes essentielles et
d’un projet de miniaturisation des composants, Fix est la lampe la
plus petite du catalogue et représente le lien harmonieux entre
Iespace et la lumiére: lignes épurées, dimensions compactes et un
nouveau systéme optique inséré dans une forme carrée en aluminium
moulé sous pression. Un double faisceau lumineux de 100° souligne

le contrdle de la lumiére avec une approche tres délicate et naturelle.
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WALL

LAMPING
Source
Total power
Emission
Switching

Tension

Color temperature

Luminous flux
Typ CRI

IP class
Dimensions
Materials
Notes

Net lamp weight

Codes

FIM LWW 3D
FIM LNW 3D
FIM LGT 3D
FIM LGW 3D

PACKAGE
Package 01

Certificazioni

Bl O X

NEMO

LED board

2x6W

direct/indirect

dimmable TRIAC

230V

2700K

2x380Im

85

20

10x9,6x3

aluminium

available also in 120V. Suggested dimmer: TECNEL
TE7636 (dimming range: from ~45% to 100%)
0,6 kg

Structure
white

black

gold painted
gold burnished

Dimension: 18x15x14 cm / Gross weight: 1kg
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100° WALL

LAMPING
Source
Total power
Emission
Switching

Tension

Color temperature

Luminous flux
Typ CRI

IP class
Dimensions
Materials
Notes

Codes

FIM LWW 3C
FIM LNW 3C
FIMLGT 3C
FIM LGW 3C

Certificazioni

C€ B 25

NEMO

LED Board

2x6W

direct/indirect, 100° optic

Dimmable TRIAC

230V

2700K

2x524Im

85

20

10x9,65x5,4

aluminium

available also in 120V. Suggested dimmer: TECNEL
TE7636 (dimming range: from ~45% to 100%)

Structure
white

black

gold painted
gold burnished
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