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Objet sophistiqué et technique qui apporte à l’espace domestique la

recherche la plus avancée dans le domaine de l’optique et du contrôle

de la luminosité. Type a été conçu pour l’éclairage ponctuel: d’un

simple geste de la main, il est possible de diriger la lumière, de varier

l’intensité et d’ajuster l’angle du faisceau lumineux. Une articulation

magnétique sphérique fait pivoter le spot, permettant des possibilités

d’orientation considérables.
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2700K
 
LAMPING
Source LED board
Total power 8W
Emission spot light, orientable 360°
Switching dim and zoom on board
Tension 110-240V
Color temperature 2700K
Luminous flux 466lm*
Typ CRI 90
IP class 20
Dimensions ø26x140
Materials aluminum + steel for base
Notes cable length 2m. 360° magnetic rotation. 15-60° optic,

nominal flux*
 
Codes Structure
TYP LNN 21 black
TYP LSN 21 aluminum satin
 
PACKAGE
Package 01 Dimension: 146x23x11 cm / Net weight: 1,1 kg / Gross

weight: 2 kg
Package 02 Dimension: 30x32x12 cm / Net weight: 3,5 kg / Gross

weight: 4,5 kg
 
Certificazioni

www.nemolighting.com TYPE - 2 / 3



3000K
 
LAMPING
Source LED board
Total power 8W
Emission spot light, orientable 360°
Switching dim and zoom on board
Tension 110-240V
Color temperature 3000K
Luminous flux 466lm*
Typ CRI 90
IP class 20
Dimensions ø26x140
Materials aluminum + steel for base
Notes cable length 2m. 360° magnetic rotation. 15-60° optic,

nominal flux*
 
Codes Structure
TYP LNN 22 black
TYP LSN 22 aluminum satin
 
PACKAGE
Package 01 Dimension: 146x23x11 cm / Net weight: 1,1 kg / Gross

weight: 2 kg
Package 02 Dimension: 30x32x12 cm / Net weight: 3,5 kg / Gross

weight: 4,5 kg
 
Certificazioni
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