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Lampada da parete a doppia emissione, per una luce diffusa verso

l’alto e verso il basso. Realizzata in alluminio pressofuso, con diffusore

inferiore in metacrilato opalino e superiore trasparente.
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TRIAC
 
LAMPING
Source 2xLED board
Total power 24W
Emission direct/indirect
Switching dimmable
Tension 110-240V
Color temperature 3000K
Luminous flux 1646lm + 642lm
Typ CRI 85
IP class 20
Materials aluminium + methacrylate
Notes anthracite RAL7016, champagne RAL9007
Net lamp weight 2 kg
 
Codes Structure
FLA LWW 33 white
FLA LXW 33 anthracite
FLA LBW 33 moka
FLA LDW 33 champagne
 
PACKAGE
Package 01 Dimension: 20x11x40 cm / Gross weight: 2,5 kg
 
Certificazioni
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1-10V
 
LAMPING
Source 2xLED board
Total power 24W
Emission direct/indirect
Switching dimmable 1-10V
Tension 110-240V
Color temperature 3000K
Luminous flux 1646lm + 642lm
Typ CRI 85
IP class 20
Materials aluminium + methacrylate
Notes anthracite RAL7016, champagne RAL9007
Net lamp weight 2 kg
 
Codes Structure
FLA LWW 32 white
FLA LXW 32 anthracite
FLA LBW 32 moka
FLA LDW 32 champagne
 
PACKAGE
Package 01 Dimension: 20x11x40 cm / Gross weight: 2,5 kg
 
Certificazioni
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